








Additional information about the BA307E-SS and BA327E-SS ATEX Ex i certificate

This  ATEX  EC-Type  Examination  Certificate  ITS14ATEX28077X  for  the  intrinsically  safe
BA307E-SS  and  BA327E-SS  4/20mA  loop  powered  indicators  refers  to  ATEX  Component
Certificate ITS14ATEX17967U for the BEKA robust 105x60mm stainless steel enclosure in which
the indicators are housed.   A copy of this Component Certificate follows this note.

The Component Certificate confirms that the front of the stainless steel enclosure complies with
the impact and ingress requirements specified for the following types of protection:

II 2 G Ex e IIC Gb Protection by Increased safety EN 60079-7:2007

II 2 G Ex p IIC Gb Protection by pressurised enclosure EN 60079-2:2008

II 3 G Ex nA IIC Gc Type of protection 'n' EN 60079-15:2010

II 1 D Ex ta IIIC Da Dust ignition protection by enclosure EN 60079-31:2009

When a BA307E-SS or BA327E-SS indicator is installed in a cabinet having one of these types of
protection, installation of the indicator does not invalidate the cabinet's certification.    Installation
requirements  for  these  loop  powered  indicators  are  specified  in  section  14a  of  the  indicator
EC-Type Examination Certificate ITS14ATEX28077X.

Further installation information is contained in the BA307E-SS and BA327E-SS Instruction Manual
and in the BEKA Application Guide AG300 both of which may be downloaded from this website.

Please note that  the ATEX Component  Certificate number  does not  appear  on the indicator's
certification label.

http://www.beka.co.uk/application_guides/application_guide_ag300.pdf
http://www.beka.co.uk/manuals/ba307e-ss_327e-ss_manual.pdf







